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ELECTRIC RAILWAY ENGINEERING
"The atmospheric temperature at the time of testing shall be recorded
in the test report.
"The testing shall proceed concurrently with the operation of the
works.
"Three rails, each from the top of one of three ingots from each melt,
shall be selected by the inspector, and a test specimen shall be taken
from each of two of these.
"Drop test specimens shall not be less than 4 or more than 6ft. in
length.
"Two drop tests shall be made from each melt.
"If the result of the drop test on only one of the two specimens repre-
senting the rails in a melt, does not conform to the requirements specified
in Section 7, a retest on a specimen from the third rail selected shall be
made and this shall govern the acceptance or rejection of the rails from
that melt.
"The cold templet of the manufacturer shall conform to the specified
section as shown in detail on the drawing of the purchaser, and shall at
all times be maintained perfect.
"The section of the rail shall conform as accurately as possible to the
templet, and within the following tolerances:
"The height shall not vary more than ^4 in. under nor more than J^2
over that specified.
"The overall width of head and tram shall not vary more than 3^ in.
from that specified. Any variation which would affect the gauge line
more than J-£2 in. will not be allowed.
"The width of base shall not vary more than J/g in. under that specified
for widths less than 6>£ in.; %6 in. under for a width of 6H m->" and H
in. under for a width of 7 in.
"Any variation which would affect the fit of the splice bars will not
be allowed.
"The base of the rail shall be at right angles to the web; and the
convexity shall not exceed J|2 m-
"When necessary on account of the type of track construction, and
notice to that effect has been given to the manufacturer, special care
shall be taken to maintain the proper position of the gauge line with
respect to the outer edge of the base.
"Unless otherwise specified, the lengths of rails at a temperature of
60°F. shall be 60 and 62 ft. for those sections in which the weight per
yard will permit.
"The lengths shall not vary more than M in. from those specified.
"Shorter lengths, varying by even feet down to 40 ft. will be accepted
to the extent of 10 per cent, by weight of the entire order.
"The weight of the rails per yard as specified in the order shall be
maintained as nearly as possible after conforming to the requirements
specified in Section 4.

